
 

FACT SHEET 
Toronto Data Centre Specifications 
 
 
Total Building Area       85,000 square feet total space  
 
 
Raised Floor Area  25,000 square feet of raised floor over four separate 

computer areas, 14,000 square feet of raised floor over 
administration and support areas 

 
 
Data Centre Area 25,000 square feet of two foot raised tile floor  
 
Design Criteria Purpose design/built data centre based on 99.999% 

system availability;  
                      Former banking and e-commerce hub for major national  

bank; Operational for over five years 
 
Hydro Connections Twin incoming main feeders from Mississauga Hydro at 

13,800 volts/4000 amps, each with multiple diverse routing 
from hydro grid 

 
 
Power Back-up Three standby generators (two at 1.5 megawatts, one at 

1.35 megawatts for a total of 4.35 megawatts total standby 
power); 

 Over 30,000 litres of diesel fuel on hand, capable of 
running building at full capacity for over 72 hours; 
Two fully independent UPS systems totalling 2700 kVA, 
with hot tie capability  

 
 
Cooling Plant  Central station cooling plant has four 200 ton chillers supporting a dual pipe 

chilled water delivery system; 
 N+2 air handling operations; 
 N+2 chiller operations, with each delivery system having 

two chillers available (one online and one in full standby);  
           Chilled water delivery systems support a  

network of 42 air handling units, each capable of 
delivering 10,000 cubic feet of air/minute  

  
 
 
Fire Suppression VESDA (very early smoke detection apparatus) supporting an INERGEN 

gas fire suppression system;  
 Interlocked dry pre-action sprinkler systems both above and below the 

raised floor; 
 Computer room areas have an independent two-hour fire rating, separate 

from the remaining building structure 



 

 
FACT SHEET (cont’d) 

Toronto Data Centre Specifications 
 
Security  Facility entrance and security areas are protected 

with bullet-proof glass rated for small bore NATO 
missile; 

 All exterior walls are custom reinforced; 
 24 X 7 man security officers; 
 Intrusion detection systems; 
 Card access control for multiple secure zones; 
 An array of video monitoring and image capture systems both inside and 

outside the building; 
              Remotely operated truck bay capable of full  
                                        size tractor trailer within a secure environment 
 
  
Facility Monitoring Invensys direct digital building monitoring system encompassing over 2000 

individual monitored devices (heating, cooling, water, air conditioning  
 and ventilation) 
 
 
Internet Connectivity Three separate and fully redundant high-speed connections enter the 

facility from underground access ports  
 
Awards The internationally acclaimed Uptime Institute independently designated 

the data centre top honours as a “World Class Facility” in 1999/2000  
  
 


